Power your life

NG &

GEL BATTERIES

& Specifications

Nominal Voltage(V)
12V

Nominal Capacity

20 hour rate (2A to  10.50V) 40Ah 1640.12
5 hourrate (6.8A to  10.20V) 34Ah
1 hour rate (22A to 9.60V) 22Ah
1 C (40A to 9.60V) 21.33Ah

Approx. 13.3kg(29.3Lbs.)

Approx. 8 mQ 1662 (6.54+2%)
5 seconds:480A 171+%(6.73+053)

Charging Methods at 25°C(77°F)

Description of torque value of hard ware for the terminals:

Cycle use:

Charging Voltage 13.8t0 14.4V
Coefficient -5.0mV/°C/cell

Maximum Charging Current : 12A
Standby use:

Float Charging Voltage 13.5t0 13.8V

Coefficient -3.0mV/°C/cell

Operating Temperature Range

Charge -15°C(5°F)
Discharge -15°C(5°F)
Storage -15°C(5°F)

to  40°C(104°F)
to  50°C(122°F)
to  40°C(104°F)

Recommended torque value
Maximum allowable torque value

M6: 7 N-m (71kgf-cm)
M6: 10 N-m (102kgf-cm)
mm(inch)
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Charge Retention (shelf life) at 20°C(68°F)

154+2(6.06% 3%
171+2(6.73: 59)

1 month 92%
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Effect of Temperature on Capacity 25C(77°F) . Capacity Retention Characteristic
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(1) Discharge : 5HR rate (0.17CA) E

(2) Charge : CV 2.4V/cell * 16H Imax 0.3CA E

20 (3) End of life discharge voltage : 1.65 Vpc f_
(4) Temperature : 25+2°C h
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- PERFORMANCE DATA
Discharge Rates in Watts to Various End Voltages at 25°C (77°F)

5 min 201 240 269 288 293 298 303
10 min 128 154 173 185 188 191 195
15 min 99.5 117 129 137 139 141 144
30 min 53.1 62.4 68.9 73.1 74.1 75.3 76.5
60 min 41.2 42.6 43.7 44.5 44.8 45.1 45.6

120 min 24.3 25.2 25.7 26.2 26.3 26.6 26.9
180 min 17.7 18.3 18.8 19.1 19.3 19.4 19.7
240 min 14.0 14.4 14.6 14.9 15.0 15.1 15.2
300 min 12.8 13.1 13.3 13.6 13.7 13.8 13.6
600 min 6.79 7.01 7.20 7.40 7.48 7.58 7.73
1200 min 3.48 3.68 3.85 4.00 4.07 4.15 4.28

- Discharge Rates in Amperes to Various End Voltages at 25°C(77°F)

5 min 104 126 141 151 154 157 160
10 min 61.6 75.1 84.1 89.5 91.3 93.1 94.9
15 min 50.9 59.8 66.0 70.0 71.2 72.2 73.3
30 min 29.6 33.4 36.8 38.0 38.8 40.0 40.6
60 min 21.3 22.0 22.4 22.7 22.9 23.1 23.4
120 min 11.8 12.3 12.7 13.0 131 133 13.4
180 min 8.71 9.04 9.25 9.40 9.49 9.59 9.78
240 min 6.90 7.17 7.41 7.58 7.60 7.64 7.72
300 min 6.28 6.52 6.67 6.80 6.84 6.87 6.94
600 min 3.50 3.65 3.80 3.87 3.91 3.97 4.00

1200 min 1.84 1.92 2.00 2.04 2.06 2.09 211

All data on the spec. sheet is an average value:
The tolerance range : X<6min(+15%-~-15%), 6min = X<10min(+12%~-12%),10min =X < 60min(+8% ~-8%), X=60min(+5%~-5%)
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KUNG LONG BATTERIES INDUSTRIAL CO,, LTD.

ns and updated information, please contact us.




